
CSP 200CSP 200
Water-cooled capacitor Technology Patented Worldwide

The CSP 200 is the most compact water-cooled 200kVAr capacitor available.

Specifications
TYPE CSP 200

Dimensions (L x W x H) mm 100 x 60 x 30.5

Weight kg 1.3

Capacitance (±10%) µF 0.17 0.24 0.34 0.66 1.3 2.4 4.8

Sinusoidal Voltage Vrms 700 600 500 400 350

Peak Voltage V̂ 990 850 710 570 490

Max. Current Arms 350 400 350 450 500 650

Max. Power kVAr 200

Freq Range @ Full Power kHz 382-573 271-531 191-280 134-244 98-153 83-83 54-70

Stray Inductance nH < 3

Freq Limit kHz 650 550 280
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Water-cooled capacitor Technology Patented Worldwide

500

300

200

100

50

500300200100
Frequency (kHz)

  

CSP 200   0.17 µF  700 Vrms   350 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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CSP 200   0.24 µF  700 Vrms   400 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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CSP 200   0.34 µF  700 Vrms   350 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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CSP 200   0.66 µF  600 Vrms   450 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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CSP 200   1.3 µF  500 Vrms   500 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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CSP 200   2.4 µF  400 Vrms   500 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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CSP 200   4.8 µF  350 Vrms   650 Arms   200 kVAr
I (A) Q (kVAr) Vrms
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